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1971 Air conditioner exports to Middle East.

Overseas air conditioning 
business starts.

Large wall mounted
and multi

Big Multi

VRF tropical series

Residential

Commercial

1971
1985

2001

2013

for Large Building

2017
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l series

2017

for Small Building

Top Leader Brand in Middle East
Fujitsu General started the sales of Window type air 
conditioner in 1960 and expands the overseas business 
from Middle East market earlier than competitors. We 
have developed the various powerful and long-life 
products from residential to commercial air conditioners 
to meet the severe Middle East market needs.

ABOUT US

Fujitsu General has the advanced research facilities and 
equipment in Japan and provides the only products that 
meet the extreme weather condition test and high quality 
standards.
We will continue to provide the products with high 
performance, durability, and energy saving.

Advanced Research Facility and Equipment

Calorimeter testing Air flow testingSound testing

Water shower testing Severe environmental testing

Testing Laboratory
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TROPICAL
INNOVATION

ASGA18 / 24 / 30 / 36

PREMIUM
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Circular Airflow
AUGA18 / 25, AUGA30 / 36 / 45 / 54

TROPICAL INNOVATION

77

Ø7mm high density heat exchanger

          
New DC fan motor

High efficient turbo fan

Seamless airflow louver
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ARGA60

ARGA30

NEW REFRIGERANT TROPICAL model

TROPICAL INNOVATION
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(Reference to 2011 JRAIA Report)

Refrigerant characteristics

HYPER TROPICAL SPEC

HCFC refrigerant

Ozone-depleting potential:0.05
Cool capacity:100

R22
HFC refrigerant

Ozone-depleting potential:0
Cool capacity:141

R410A

Adoption of environmentally-friendly, 
energy-saving and high-performance air conditioners
Because refrigerant R22 depletes the ozone layer, we adopt new refrigerant R410A for our products. R410A is high-performance 
and ODP is 0. In addition, high performance can be maintained even at high outdoor temperature.

Temperature rise prevention 
device (thermal protector) installed

Gas leak protection and low voltage protection
 OLP (Over Load Protection) device installed

High-output torque motor Torque improved by 
increasing the thickness of the laminated core and 

improving the coil winding

High durability vane
Surface hardness increased

High durability rolling piston Hardness 
improved by changing the material

High durability crankshaft used Hardness 
improved by adding a coating

HYPER TROPICAL COMPRESSOR

1.Improvement of compressor drive materials for 
greater durability (Hardness increased).

2.Use of high efficiency, high torque motor

3.Complete protection functions against abnormal 
temperature rise and abnormal pressure rise

Main features

SUPER PROTECTION
(for Split Type)

Enhancement of protection function

Strong blue fin
Adoption of strong 
blue fin provides 
strong protection 
against rust and salt 
damage.

Super power
More capacity than old models 
under overload condition (52°C).
(Window Type: 60°C)

Super low voltage operation
Our Hyper Tropical Compressor 
can be operated even at low voltage.

Super Hi-EER
Highly energy efficiency

Super quiet
Select the lower noise level.

Designed by Fujitsu General long term experience on  air-conditioner field
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"                             " brand air conditioners promise to make your daily life more comfortable, and are highly valued by customers in more than 
100 countries around the world.
Since starting our air conditioner business in the Middle East, our air conditioners have earned 
a high reputation for being able to withstand severe high temperatures like those encountered in tropical and desert regions.
We are also developing innovating new technologies, such as the DC inverter, automatic clean filter, and VRF system, 
in our pursuit of a more comfortable room. You can feel the difference. Welcome to "                             "!

"                                " brand air conditioners are selected & loved around the world

90,000

54,000

45,000

30,000

25,000

27,000

24,000

12,000

9,000

18,000

60,000

36,000

Wall Mounted Type 

Capacity
(BTU/h)

ASH9RSJCZ
ASH9USCCW

ASH12RSJCZ
ASH12USCCW

ASG18ABCY
ASG18RBCZ
ASGA18AHTZ

ASG24ABCX
ASG24RBCZ
ASGA24AHTZ

ASG30ABCY
ASG30RBAJX
ASGA30AFTZ

ASGA18AFTZ
ASG18RBAJZ
ASGA18FMTBZ  

ASGA24AFTZ
ASG24RBAJZ
ASGA24FMTBZ  

ASG12ASMCZ ASG18/30ABCY
ASG24ABCX

ASG18/24RBCZ
ASG18/24RBAJZ

ASG30RBAJX

ASGA18/24/30AFTZ
ASGA18/24AHTZ

ASGA18/24FMTBZ

ABG18ABCZ
ABG18RBCZ

ABG24ABDZ
ABG24RBCZ

ABG30RBAZ

ABG36ABA3Z
ABG36RBA3Z

ABG45ABA3Z
ABG45RBA3Z

ABG54ABA3Z
ABG54RBA3Z

ABG18ABAJX
ABG18RBAJZ

ABG24ABAJX
ABG24RBAJZ

ABG30ABAZ

ABG18ABCZ, ABG24ABDZ, ABG18/24ABAJX
ABG18/24RBCZ,   ABG18/24RBAJZ

Floor/Ceiling Universal Type  Ceiling (large) Type

AUGA18/25FRTAZ

Cassette Type

ASGA18FUTAZ
ASGA18FUTBZ

ASGA24FUTAZ
ASGA24FUTBZ

ASGA30FETAZ

AUGA18FRTAZ

AUGA25FRTAZ

AUGA30FRTAZ

AUGA36FRTAZ

AUGA45FRTAZ

AUGA54FRTAZ

ASGA36FETAZ

ASH9/12RSJCZ
ASH9/12USCCW

ASGA18/24FUTAZ
ASGA18/24FUTBZ
ASGA30/36FETAZ

ABG30ABAZ, ABG36/45/54ABA3Z
ABG30RBAZ, ABG36/45/54RBA3Z AUGA30/36/45/54FRTAZ

ALL LINEUP
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90,000

54,000

45,000

30,000

25,000

27,000

24,000

9,000

12,000

18,000

60,000

36,000

AUG12ABABZ, AUG18ABABV
AUG12/18RBABZ

AUG25ALDV, AUG30ALDX, 
AUG36ALC3Z, AUG45ALB3Y, AUG54ALB3Z

AUG25ALDV

AUG30ALDX

AUG18ABABV

AUG36ALC3Z

AUG45ALB3Y

AUG54ALB3Z

AUG18RBABZ

AUG12ABABZ
AUG12RBABZ

Duct Type

ARG60AUAKZ
ARG60RUAKZ

ARG90ELC3Z
ARG90TLC3Z

ARG36ALD3Y 
ARG45ALC3X

ARG25/30ALCX
ARG25/30RLCY 

ARG36RLC3Y
ARG45RLC3X

ARGA18/25FMTAZ
ARGA36/45FMTAZ

ARGA60FHTAZ

ARGA30FMTAZ

Window Type 

AKG9ANRSW

AFGA12AATH

AXGA18AATB

ALGA27AAT

ALGA24AAT
ALGA24ACTR

AXGS18ABTH

AXGS24ABTH

AKG9ANRSW AFGA12AATH

AXGA18ARTA ALGA24/27AAT
ALGA24ACTR

AXGA18AATB AXGS18/24ABTH

ARG30ALCX

ARGA36FMTAZ

ARGA45FMTAZ

ARGA60FHTAZ

ARGA30FMTAZ

ARG25ALCX
ARGA25FMTAZ

ARGA18FMTAZ

ARG25RLCY

ARG36ALD3Y
ARG36RLC3Y

ARG45ALC3X
ARG45RLC3X

ARG30RLCY

ARG60AUAKZ
ARG60RUAKZ

ARG90ELC3Z
ARG90TLC3Z

AXGA18ARTA

Cassette Type

Non stop operation up to 52°C ambient Non stop operation up to 60°C ambient



Powerful mode
(30 / 36 class)
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Long-reach airflow up to 25m is provided by optimized airflow 
design.

Powerful airflow

Temperature °C
22.0 23.0 24.0 25.0 26.0 27.0

10m

10m

60cm

2.5m

Indoor temperature of 27°C DB, and outdoor temperature of 35°CDB
Setting temperature:24°CDB, High airflow mode, 30 class CFD 
simulation results after 250 seconds from the start.

than current model

Reach the 
setting temp.

Current model

Powerful mode
(30 / 36 class)

Current model

25m!

New models accelerate to cool air quicker to reach the setting 
temperature in the entire room than the current models do.

Faster cooling

Handy Type

ASGA18/24FUTA 
ASGA18/24FUTB
ASGA30/36FETA

ASGA18FUTBZ
(ASGA18FUTB+AOGA18FUTBR)

ASGA24FUTBZ
(ASGA24FUTB+AOGA24FUTBR)

ASGA18FUTAZ
(ASGA18FUTA+AOGA18FUTAH)

ASGA24FUTAZ
(ASGA24FUTA+AOGA24FUTAH)

ASGA30FETAZ
(ASGA30FETA+AOGA30FETAS)

ASGA36FETAZ
(ASGA36FETA+AOGA36FETAS)

WALL MOUNTED TYPE

AOGA36FETASAOGA18/24FUTBR AOGA30FETASAOGA18/24FUTAH

New Technology

1212121212222121222122212122212221

1

1

1 2 3

2

3

Dual suction design
Large airflow volume from dual suction

New long cross-flow fan High output DC fan motor

NEW model(+100mm)

Current model

*:36 class

airflow 38%UP!*
than current model

36% higher!

Fan Output

:* NEW model

NEW model    
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Higher EER is achieved by the new technologies and new 
refrigerant.

High energy saving

than current model 
(high mode)

Airflow

energy saving

Powerful Cooling

Super High

High

Med

Low

Quiet

Current model

10% up

(kW/kW, 240V, 50Hz, T1 condition)

(Btu/h, 240V, 50Hz, T3 condition)

*One touch powerful cooling mode: Continuous operation for 30 minutes at maximum air volume

(30)

23,200

25,600

30 class standard model

Cooling Heating
Indoor temperature    : 27°C DB / 19°C WB Indoor temperature    : 20°C DB
Outdoor temperature : 35°C DB / (24°C WB) Outdoor temperature : 7°C DB/6°C WB

Model No.
Set

Indoor Unit
Outdoor Unit

Capacity

Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating

Btu/h

Btu/h
V/ø/Hz

kW

kW

kW/kW

A

EER

Moisture Removal Pints/h
Liter/h

C.F.M
(m3/h)

Refrigerant
Connection Method

Capacity Class
Power source

Indoor

Indoor

Outdoor

Input power

Current

Airflow rate (Super Hi)

mm
kg(lbs)

mm
kg(lbs)

Net Dimensions 
H × W × D
Net Weight 

SPECIFICATIONS

ASGA18FUTAZ
ASGA18FUTA

AOGA18FUTAH
18,000

1.8

(1.0)

736

(1,250)

340×1150×280

16 (35)

650×830×320

47 (103)

R410A

Flare

ASGA24FUTAZ
ASGA24FUTA

AOGA24FUTAH
24,000

24,000—24,000

3.5

(2.0)

795

(1,350)

340×1150×280

16 (35)

650×830×320

52 (114)

R410A

Flare Flare

ASGA18FUTBZ
ASGA18FUTB

AOGA18FUTBR
18,000

1.8

(1.0)

736

(1,250)

340×1150×280

16 (35)

830×900×330

64 (141)

R410A

Flare Flare

ASGA24FUTBZ
ASGA24FUTB

AOGA24FUTBR
24,000

3.5

(2.0)

795

(1,350)

340×1150×280

16 (35)

830×900×330

71 (156)

R410A

Flare

ASGA30FETAZ
ASGA30FETA

AOGA30FETAS
30,000

5.3

(3.0)

895

(1,520)

340×1150×280

17 (37)

914×970×370

79 (174)

R410A

ASGA36FETAZ
ASGA36FETA

AOGA36FETAS
36,000

7.9

(4.5)

895

(1,520)

340×1150×280

17 (37)

1,290×900×330

100 (220)

R410A

Powerful

High

Med

Low

Quiet

Higher cooling capacity is achieved at the ambient 
temperature of 52°C condition.

Powerful cooling

provided.

6 Speed control

 Current model

 NEW model     Current model

NEW model

 NEW model    

*:36 class

*:18 class

5% up

3.243.10

(36)

15% up

3.07
2.66

(30)

31% up

3.43

2.65

(18)

30% up

3.38

2.62

(24)

:*

:*



WALL MOUNTED TYPE
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Long reach airflow

Fan Speed Control

High Med Low QuietPowerful

15m!

Quick cooling Quiet

The well-reputed 5-step fan speed control and long reach air 
flow are carried out on this model.

5-speed fan control and long reach air flow 

The operation is secured under the ambient temperature of up 
to 52 degrees Celsius in cooling operation.

Operation In High Ambient Temperature

ASGA18FMTBZ
(ASGA18FMTB+AOGA18FMTBH)

ASGA24FMTBZ
(ASGA24FMTB+AOGA24FMTBH)

AOGA18/24FMTBH

Cooling Heating
Indoor temperature    : 27°C DB / 19°C WB Indoor temperature    : 20°C DB
Outdoor temperature : 35°C DB / (24°C WB) Outdoor temperature : 7°C DB/6°C WB

SPECIFICATIONS

Model No.

Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating

Btu/h

Btu/h
V/ø/Hz

kW

kW

kW/kW

A

EER

Pints/h
Liter/h

C.F.M
(m3/h)

Refrigerant
Connection Method

Power source

Indoor

Indoor

Outdoor

Input power

Current

Airflow rate (High)

mm
kg(lbs)

mm
kg(lbs)

Net Dimensions 
H × W × D
Net Weight 

ASGA18FMTBZ
ASGA18FMTB

AOGA18FMTBH
18,000

240-220/1/50

18,400-18,400

-

5.40-5.40

-

1.87-1.79

-

2.89-3.02

-

8.2-8.2

-

3.2

(1.8)

600

(1,020)

320×998×238

13.0 (29)

650×830×320

47.0 (104)

R410A

Flare

ASGA24FMTBZ
ASGA24FMTB

AOGA24FMTBH
24,000

240-220/1/50

24,400-24,400

-

7.15-7.15

-

2.60-2.44

-

2.75-2.93

-

12.6-11.8

-

4.4

(2.5)

676

(1,150)

320×998×238

13.0 (29)

650×830×320

55.0 (121)

R410A

Flare

Set
Indoor Unit

Outdoor Unit

ASGA18/24FMTB

SPECIFICATIONS

Capacity

Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating

Btu/h

Btu/h
V/ø/Hz

kW

kW

A

EER

Moisture Removal Pints/h
Liter/h

C.F.M
(m3/h)

Refrigerant
Connection Method

Capacity Class
Power source

Indoor

Indoor

Outdoor

Input power

Current

Airflow rate (High)

mm
kg(lbs)

mm
kg(lbs)

Net Dimensions 
H × W × D
Net Weight 

ASGA18AFTZ
ASGA18AFT

AOGR18AFTH
18,000

240-220/1/50

18,100-18,100

-

5.30-5.30

-

2.00-1.90

-

2.65-2.79

-

8.8-8.8

-

4.3

(2.0)

579

(985)

320×998×238

14.0 (31)

650×830×320

46.0 (101)

R22

Flare

ASGA24AFTZ
ASGA24AFT

AOGR24AFTH
24,000

240-220/1/50

24,000-24,000

-

7.03-7.03

-

2.68-2.53

-

2.62-2.78

-

12.8-11.9

-

5.3

(2.5)

641

(1090)

320×998×238

14.0 (31)

650×830×320

57.0 (126)

R22

Flare

ASGA18AHTZ
ASGA18AHT
AOGR18AHT

18,000

240-220/1/50

18,400-18,400

-

5.40-5.40

-

2.17-2.14

-

2.49-2.52

-

9.7-10.0

-

4.3

(2.0)

600

(1,020)

320×998×238

13.0 (29)

643×840×336

57.0 (126)

R22

Flare

ASGA24AHTZ
ASGA24AHT
AOGR24AHT

24,000

240-220/1/50

23,500-23,500

-

6.90-6.90

-

2.72-2.65

-

2.54-2.60

-

13.0-13.0

-

5.3

(2.5)

676

(1,150)

320×998×238

13.0 (29)

643×840×336

62.0 (136)

R22

Flare

ASGA30AFTZ
ASGA30AFT
AOGR30AFT

30,000

240-220/1/50

27,500-28,000

-

8.05-8.20

-

2.96-3.08

-

2.72-2.66

-

13.6-14.6

-

6.4

(3.0)

705

(1,200)

320×998×238

14.0 (31)

830×900×330

72.0 (159)

R22

Flare

kW/kW

Cooling Heating
Indoor temperature    : 27°C DB / 19°C WB Indoor temperature    : 20°C DB
Outdoor temperature : 35°C DB / (24°C WB) Outdoor temperature : 7°C DB/6°C WB

Model No. Indoor Unit
Outdoor Unit
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New super cooling

EER is improved by energy saving design.

High energy efficiency

Optional
Direct airflow from top

High efficiency DC Fan motor

Large power diffuser

Direct airflow from top

Large power diffuser

(EER : 220V)

2.79

2.78

Powerful Airflow

ASGA18AFTZ ASGA24AFTZ ASGA30AFTZ

ASGA18AHTZ ASGA24AHTZ



WALL MOUNTED TYPE

EER

SPECIFICATIONS

EER

ASG18ABCY
ASG18ABC-W
AOGR18AAT

ASG24ABCX
ASG24ABC-W
AOGR24AAT

ASG30ABCY
ASG30ABC-W
AOGR30AAT

ASG18RBCZ
ASG18RBC-W
AOG18RZEL

ASG24RBCZ
ASG24RBC-W
AOG24RZEL

ASG18RBAJZ
ASG18RBAJ

AOG18RNAKH

ASG24RBAJZ
ASG24RBAJ

AOG24RNAKH

ASG30RBAJX
ASG30RBAJ
AOGR30RAT

Multi airflow
ASG18ABCY ASG24ABCX ASG30ABCY

ASG18RBCZ

ASG18RBAJZ ASG24RBAJZ ASG30RBAJX

ASG24RBCZ

SPECIFICATIONS

ASG12ASMCZ
ASG12ASMCW
AOG12ASMC

ASH9RSJCZ
ASH9RSJCW
AOH9RSJC

ASH12RSJCZ
ASH12RSJCW
AOH12RSJC

ASH9USCCY
ASH9USCCW
AOH9UFCC 

ASH12USCCZ
ASH12USCCW
AOH12USCC

xxxxxxxxx

ASG12ASMCZ

ASH9USCCY ASH12USCCZ

ASH9RSJCZ ASH12RSJCZ



SPECIFICATIONS

Model No.

Capacity

Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating

Btu/h

Btu/h
V/ø/Hz

kW

kW

A

EER

Moisture Removal Pints/h
Liter/h

C.F.M
(m3/h)

Refrigerant
Connection Method

Capacity Class
Power source

Indoor

Indoor

Outdoor

Input power

Current

Airflow rate (High)

mm
kg(lbs)

mm
kg(lbs)

Net Dimensions 
H × W × D
Net Weight 

ABG18ABCZ
ABG18ABC-W

AOG18AZA
18,000

240-220/1/50

18,400-18,100

-

5.40-5.30

-

2.15-2.05

-

2.51-2.59

-

9.2-9.4

-

4.6

(2.2)

470

(800)

199×990×655

30.0 (66)

643×840×336

66.0 (146)

R22

ABG24ABDZ
ABG24ABD-W

AOG24AKA
24,000

240-220/1/50

23,600-23,200

-

6.90-6.80

-

2.85-2.75

-

2.42-2.47

-

13.6-13.3

-

7.4

(3.5)

529

(900)

199×990×655

30.0 (66)

643×840×336

68.0 (150)

R22

ABG18RBCZ
ABG18RBC-W
AOG18RZAL

18,000

240-220/1/50

18,100-17,800

19,100-18,800

5.30-5.20

5.60-5.50

2.15-2.05

2.00-1.90

2.47-2.54

2.80-2.89

9.2-9.4

8.4-8.8

4.7

(2.2)

470

(800)

199×990×655

30.0 (66)

643×840×336

68.0 (150)

R22

ABG24RBCZ
ABG24RBC-W
AOG24RZBL

24,000

240-220/1/50

22,500-22,200

26,300-25,900

6.60-6.50

7.70-7.60

2.70-2.60

2.59-2.49

2.44-2.50

2.97-3.05

13.0-12.5

12.5-12.0

7.4

(3.5)

529

(900)

199×990×655

30.0 (66)

643×840×336

68.0 (150)

R22

ABG18ABAJX
ABG18ABAJ

AOGR18ADTH
18,000

240-220/1/50

18,800-18,400

-

5.50-5.40

-

1.89-1.84

-

2.91-2.93

-

8.4-8.4

-

4.3

(2.0)

470

(800)

199×990×655

30.0 (66)

650×830×320

46.0 (101)

R22

ABG24ABAJX
ABG24ABAJ

AOGR24ADTH
24,000

240-220/1/50

23,600-23,200

-

6.90-6.80

-

2.67-2.53

-

2.58-2.69

-

12.8-12.2

-

5.3

(2.5)

530

(900)

199×990×655

30.0 (66)

650×830×320

57.0 (125)

R22

ABG18RBAJZ
ABG18RBAJ

AOG18RNAKH
18,000

240-220/1/50

18,400-18,100

19,100-18,800

5.40-5.30

5.60-5.50

1.91-1.83

1.75-1.70

2.83-2.90

3.20-3.24

8.5-8.5

7.8-7.8

4.3

(2.0)

470

(800)

199×990×655

30.0 (66)

650×830×320

56.0 (123)

R22

ABG24RBAJZ
ABG24RBAJ

AOG24RNAKH
24,000

240-220/1/50

23,200-22,500

26,600-25,900

6.80-6.60

7.80-7.60

2.78-2.60

2.68-2.53

2.45-2.54

2.91-3.00

12.8-12.4

12.8-12.4

5.3

(2.5)

530

(900)

199×990×655

30.0 (66)

650×830×320

60.0 (132)

R22

Flare Flare Flare Flare Flare Flare Flare Flare

kW/kW

Cooling Heating
Indoor temperature    : 27°C DB / 19°C WB Indoor temperature    : 20°C DB
Outdoor temperature : 35°C DB / (24°C WB) Outdoor temperature : 7°C DB/6°C WB

Indoor Unit
Outdoor Unit
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A combination of up/down and right/left directional swing allows 
three-dimensional air direction control.

Double swing automatic

Symmetrical, slim and compact design

Slim & Compact design

7 steps selectable5 steps selectable

(unit : mm)

990 199

655

Handy Type
AOGR18/24ADTH
AOG18/24RNAKH

AOG18AZA, AOG18RZAL
AOG24AKA, AOG24RZBL

ABG18ABCZ
(ABG18ABC-W+AOG18AZA)

ABG24ABDZ
(ABG24ABD-W+AOG24AKA)

ABG18RBCZ
(ABG18RBC-W+AOG18RZAL)

ABG18ABAJX
(ABG18ABAJ+AOGR18ADTH)

ABG24ABAJX
(ABG24ABAJ+AOGR24ADTH)

(ABG24RBAJ+AOG24RNAKH)(ABG18RBAJ+AOG18RNAKH)
ABG18RBAJZ ABG24RBAJZ

ABG24RBCZ
(ABG24RBC-W+AOG24RZBL)

ABG18ABC-W, ABG24ABD-W, ABG18/24RBC-W
ABG18/24ABAJ, ABG18/24RBAJ

FLOOR/CEILING UNIVERSAL TYPE

SPECIFICATIONS

Capacity

Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating

Btu/h

Btu/h
V/ø/Hz

kW

kW

A

EER

Moisture Removal Pints/h
Liter/h

C.F.M
(m3/h)

Refrigerant
Connection Method

Capacity Class
Power source

Indoor

Indoor

Outdoor

Input power

Current

Airflow rate (High)

mm
kg(lbs)

mm
kg(lbs)

Net Dimensions 
H × W × D
Net Weight 

ABG30ABAZ
ABG30ABA-W
AOG30AMBH

30,000

240-220/1/50

30,000-29,400

-

8.80-8.60

-

3.30-3.20

-

2.67-2.69

-

14.5-14.7

-

8.5

(4.0)

747

(1,270)

240×1,660×700

48.0 (106)

900×900×350

79.0 (174)

R22

ABG36ABA3Z
ABG36ABA3W
AOG36APA3L

36,000

415-380/3/50

35,800-35,200

-

10.5-10.3

-

4.10-4.00

-

2.56-2.58

-

7.0-7.0

-

8.5

(4.0)

976

(1,660)

240×1,660×700

48.0 (106)

1,152×940×370

94.0 (207)

R22

ABG45ABA3Z
ABG45ABA3W
AOG45APA3L

45,000

415-380/3/50

43,300-42,300

-

12.7-12.4

-

4.45-4.35

-

2.85-2.85

-

8.3-8.1

-

11.7

(5.5)

1088

(1,850)

240×1,660×700

48.0 (106)

1,152×940×370

102.0 (225)

R22

ABG54ABA3Z
ABG54ABA3W
AOG54APA3L

54,000

415-380/3/50

48,000-47,400

-

14.1-13.9

-

5.25-5.20

-

2.69-2.67

-

8.9-9.0

-

11.7

(5.5)

1236

(2,100)

240×1,660×700

48.0 (106)

1,152×940×370

112.0 (246)

R22

ABG30RBAZ
ABG30RBA-W
AOG30RMCL

30,000

240-220/1/50

30,000-29,400

31,000-30,100

8.60-8.30

9.50-9.30

3.35-3.25

3.10-2.95

2.57-2.55

3.06-3.15

14.8-15.0

13.9-13.6

8.5

(4.0)

747

(1,270)

240×1,660×700

48.0 (106)

900×900×350

80.0 (176)

R22

ABG36RBA3Z
ABG36RBA3W
AOG36RPA3L

36,000

415-380/3/50

35,800-35,200

36,500-35,800

10.5-10.3

10.7-10.5

4.10-4.00

3.50-3.45

2.56-2.58

3.06-3.04

7.0-7.0

6.3-6.2

8.5

(4.0)

976

(1,660)

240×1,660×700

48.0 (106)

1,150×940×370

100.0 (220)

R22

ABG45RBA3Z 
ABG45RBA3W
AOG45RPA3L

45,000

415-380/3/50

43,300-42,300

46,800-45,700

12.7-12.4

13.7-13.4

4.45-4.35

4.50-4.45

2.85-2.85

3.04-3.01

8.3-8.1

8.4-8.4

11.7

(5.5)

1088

(1,850)

240×1,660×700

48.0 (106)

1,150×940×370

110.0 (243)

R22

Flare Flare Flare Flare Flare Flare Flare

kW/kW

Cooling Heating
Indoor temperature    : 27°C DB / 19°C WB Indoor temperature    : 20°C DB
Outdoor temperature : 35°C DB / (24°C WB) Outdoor temperature : 7°C DB/6°C WB

Model No. Indoor Unit
Outdoor Unit
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Double swing automatic

Optional drain water lift-up mechanism offers more flexible installation.

Drain water lift-up mechanism

Fresh-air intake

Outdoor

Indoor

Fresh Air

Up and down Right and left

5 steps selectable5 steps selectable

Handy Type
AOG36/45/54APA3L

AOG36/45RPA3L
AOG30AMBH AOG30RMCL

ABG30ABAZ
(ABG30ABA-W+AOG30AMBH)

ABG36ABA3Z
(ABG36ABA3W+AOG36APA3L)

ABG54ABA3Z
(ABG54ABA3W+AOG54APA3L)

ABG30RBAZ
(ABG30RBA-W+AOG30RMCL)

ABG36RBA3Z
(ABG36RBA3W+AOG36RPA3L)

ABG30ABA-W, ABG36/45/54ABA3W
ABG30RBA-W, ABG36/45RBA3W

ABG45ABA3Z
(ABG45ABA3W+AOG45APA3L)

ABG45RBA3Z 
(ABG45RBA3W+AOG45RPA3L)

CEILING (LARGE) TYPE
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AUGA18/25FRTA AUGA30/36/45/54FRTA

New Cassette type realizes Circular Flow to blow large airflow in 
360º direction by mounting high performance DC fan motor, 
new turbo fan and unique seamless airflow louver design.

Unique Circular 
Flow design

Achieve a comfortable air conditioning spread to every corner 
of the room by circular flow & wide vertical airflow.

Uniform temperature 
air conditioning

Comfortable!

AUGA18FRTAZ
(AUGA18FRTA+AOGA18FBTBH)

AUGA25FRTAZ
(AUGA25FRTA+AOGA25FBTBH)

AUGA45FRTAZ
(AUGA45FRTA+AOGA45FRTCS)

AUGA54FRTAZ
(AUGA54FRTA+AOGA54FRTCS)

AUGA30FRTAZ
(AUGA30FRTA+AOGA30FBTCS)

AUGA36FRTAZ
(AUGA36FRTA+AOGA36FRTCS)

CASSETTE TYPE

Ø7mm high density heat exchanger

          
New DC fan motor

High efficient turbo fan

Seamless airflow louver

AOGA25FBTBHAOGA18FBTBH AOGA36/45/54FRTCSAOGA30FBTCSOG 30 B CS
Wired TypeWired Type

Individual louver 
control (Option)

Large air volume

Quiet operation

EER

SPECIFICATIONS

AUGA18FRTAZ
AUGA18FRTA

AOGA18FBTBH

AUGA25FRTAZ
AUGA25FRTA

AOGA25FBTBH

AUGA30FRTAZ
AUGA30FRTA

AOGA30FBTCS

AUGA36FRTAZ
AUGA36FRTA
AOGA36FRTCS

AUGA45FRTAZ
AUGA45FRTA
AOGA45FRTCS

AUGA54FRTAZ
AUGA54FRTA
AOGA54FRTCS



SPECIFICATIONS

Model No.

Capacity

Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating

Btu/h

Btu/h
V/ø/Hz

kW

kW

A

EER

Moisture Removal Pints/h
Liter/h

C.F.M
(m3/h)

Refrigerant
Connection Method

Capacity Class
Power source

Indoor

Indoor

Outdoor

Input power

Current

Airflow rate (High)

mm
kg(lbs)

mm
kg(lbs)

Net Dimensions 
H × W × D
Net Weight 

AUG12ABABZ
AUG12ABAB
AOG12AMAJL

12,000

240-220/1/50

12,600-12,500

-

3.70-3.65

-

1.44-1.36

-

2.57-2.68

-

6.5-6.3

-

3.5

(1.6)

324

(550)

235×580×580+70

18.0 (40)

530×750×250

32.0 (71)

R22

UTG-UDGD-W

AUG18ABABV
AUG18ABAB
AOGA18ACTH

18,000

240-220/1/50

17,400-16,900

-

5.10-4.95

-

1.90-1.80

-

2.68-2.75

-

8.2-8.5

-

4.4

(2.1)

383

(650)

235×580×580+70

18.0 (40)

650×830×320

46.0 (101)

R22

UTG-UDGD-W
Flare

AUG12RBABZ
AUG12RBAB
AOG12RMAJL

12,000

240-220/1/50

12,300-12,100

14,000-13,700

3.60-3.55

4.10-4.00

1.34-1.26

1.28-1.20

2.69-2.82

3.20-3.33

6.1-5.9

5.8-5.7

3.5

(1.6)

324

(550)

235×580×580+70

18.0 (40)

530×750×250

37.0 (82)

R22

UTG-UDGD-W
Flare

AUG18RBABZ
AUG18RBAB
AOG18RNCKL

18,000

240-220/1/50

17,100-16,600

18,600-18,100

5.00-4.85

5.45-5.30

1.85-1.75

1.95-1.85

2.70-2.77

2.79-2.86

8.0-8.5

8.5-9.0

4.4

(2.1)

383

(650)

235×580×580+70

18.0 (40)

530×750×250

56.0 (123)

R22

UTG-UDGD-W
FlareFlare

Grille

kW/kW

Cooling Heating
Indoor temperature    : 27°C DB / 19°C WB Indoor temperature    : 20°C DB
Outdoor temperature : 35°C DB / (24°C WB) Outdoor temperature : 7°C DB/6°C WB

Indoor Unit
Outdoor Unit

22

Auto airflow direction & auto swing

Three kinds of timer setting (OFF/ON/WEEKLY) are possible.
Function of weekly timer.

Timer operation for a reserved day can be cancelled in 
advance by pushing the “DAY OFF” button.
Time setting can be left until the next day.

Weekly timer 

Operation

On time  8:00~12:00

On time14:00~19:00

4-way 3-way

2-way

4-way airflow system

Operation

On time  8:00~12:00

On time14:00~19:00

n Mon Tue Wed Thu Fri

Handy Type
AOGA18ACTHAOG12AMAJL, AOG12RMAJL

AOG18RNCKL

AUG12ABABZ
(AUG12ABAB+AOG12AMAJL)

AUG18ABABV 
(AUG18ABAB+AOGA18ACTH)

AUG12RBABZ
(AUG12RBAB+AOG12RMAJL)

AUG18RBABZ
(AUG18RBAB+AOG18RNCKL)

AUG12/18ABAB
AUG12/18RBAB

CASSETTE (COMPACT) TYPE

SPECIFICATIONS

Model No.
Set

Indoor Unit
Outdoor Unit

Capacity

Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating
Cooling
Heating

Btu/h

Btu/h
V/ø/Hz

kW

kW

A

EER

Moisture Removal Pints/h
Liter/h

C.F.M
(m3/h)

Refrigerant
Connection Method

Capacity Class
Power source

Indoor

Indoor

Outdoor

Input power

Current

Airflow rate (High)

mm
kg(lbs)

mm
kg(lbs)

Net Dimensions 
H × W × D
Net Weight 

AUG25ALDV
AUG25ALD-W
AOGA25AATH

25,000

240-220/1/50

24,200-23,900

-

7.10-7.00

-

2.83-2.65

-

2.51-2.64

-

13.7-13.0

-

5.3

(2.5)

647

(1,100)

246×830×830

34.0 (75)

650×830×320

57.0 (125)

R22

UTG-UEGA-W

AUG30ALDX
AUG30ALD-W
AOG30AMBH

30,000

240-220/1/50

30,000-29,000

-

8.80-8.60

-

3.40-3.30

-

2.59-2.61

-

16.3-15.8

-

8.5

(4.0)

706

(1,200)

246×830×830

34.0 (75)

900×900×350

84.0 (185)

R22

UTG-UEGA-W

AUG36ALC3Z
AUG36ALC3W
AOG36APA3L

36,000

415-380/3/50

35,800-35,200

-

10.5-10.3

-

3.80-3.70

-

2.76-2.78

-

6.5-6.5

-

10.6

(5.0)

875

(1,500)

296×830×830

40.0 (88)

1,152×940×370

94.0 (207)

R22

UTG-UEGA-W

AUG45ALB3Y
AUG45ALB3W
AOG45APA3L

45,000

415-380/3/50

43,300-42,300

-

12.7-12.4

-

4.45-4.35

-

2.85-2.85

-

8.3-8.1

-

12.7

(6.0)

971

(1,650)

296×830×830

40.0 (88)

1,152×940×370

102.0 (225)

R22

UTG-UEGA-W

AUG54ALB3Z
AUG54ALB3W
AOG54APA3L

54,000

415-380/3/50

48,000-47,400

-

14.1-13.9

-

5.25-5.20

-

2.69-2.67

-

8.9-9.0

-

11.6

(5.5)

1048

(1,780)

296×830×830

40.0 (88)

1,152×940×370

112.0 (247)

R22

UTG-UEGA-W
FlareFlareFlareFlareFlare

Cooling Heating
Indoor temperature    : 27°C DB / 19°C WB Indoor temperature    : 20°C DB
Outdoor temperature : 35°C DB / (24°C WB) Outdoor temperature : 7°C DB/6°C WB

Grille

kW/kW

Wired Type
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The smallest and compact body realizes space saving installation.

Slim size

height

940

940

width

depth

Dimensions (mm)

height

width

depth

285 or 250

830

830

AUG36/45/54

235 or 200

830

830

AUG25/30

AUG25ALDV
(AUG25ALD-W+AOGA25AATH)

AUG30ALDX
(AUG30ALD-W+AOG30AMBH)

AUG36ALC3Z
(AUG36ALC3W+AOG36APA3L)

AUG45ALB3Y
(AUG45ALB3W+AOG45APA3L)

AUG54ALB3Z
(AUG54ALB3W+AOG54APA3L)

AOG36/45/54APA3LAOGA25AATH AOG30AMBH

AUG25/30ALD-W, AUG36ALC3W, AUG45/54ALB3W

CASSETTE TYPE



SPECIFICATIONS

EER

ARGA18FMTAZ
ARGA18FMTA

AOGA18FBTAH

ARGA25FMTAZ
ARGA25FMTA

AOGA25FBTAH

Wide Variations of Static Pressure Setting

Installation example

DUCT TYPE

ARGA18FMTAZ ARGA25FMTAZ

SPECIFICATIONS

A

EER

ARG25ALCX
ARG25ALC

AOGA25AATH

ARG30ALCX
ARG30ALC

AOG30AMBH

ARG36ALD3Y
ARG36ALD3

AOG36APA3L

ARG45ALC3X
ARG45ALC3

AOG45APA3L

ARG25RLCY
ARG25RLC

AOG25RNBL

ARG30RLCY
ARG30RLC

AOG30RMBL

ARG36RLC3Y
ARG36RLC3

AOG36RPA3L

ARG45RLC3X
ARG45RLC3

AOG45RPA3L

Installation example

Slim ultra thin indoor unit

Air intake possible from two directions

ARG36ALD3Y ARG45ALC3X

ARG25RLCY

ARG45RLC3X

ARG36RLC3Y

ARG25ALCX ARG30ALCX

ARG30RLCY



SPECIFICATIONS

EER

ARGA30FMTAZ
ARGA30FMTA
AOGA30FBTAS

ARGA36FMTAZ
ARGA36FMTA
AOGA36FRTAS

ARGA45FMTAZ
ARGA45FMTA
AOGA45FRTAS

*

Easy Installation & maintenance

E

New technology design

High energy efficiency

ARGA45FMTAZ

ARGA30FMTAZ ARGA36FMTAZ

DUCT TYPE

SPECIFICATIONS

EER

ARGA60FHTAZ
ARGA60FHTA

AOGA60FRTAS

*

ARGA60FHTAZ

Easy Installation & maintenance

E

New technology design

High energy efficiency



SPECIFICATIONS

A

ARG90ELC3Z
ARG90ELC3

AOG90EPD3L

ARG90TLC3Z
ARG90TLC3

AOG90TPC3L

ARG60AUAKZ
ARG60AUAK

AOG60APAGT

ARG60RUAKZ
ARG60RUAK

AOG60RPAGT

ARG90ELC3 / ARG90TLC3
ARG60AUAK / ARG60RUAK

ARG90ELC3 / ARG90TLC3

Easy installation (Compact size & Light weight) High static pressure duct type for ARG90ELC3 / ARG90TLC3

DUCT TYPE

ARG60AUAKZ

ARG60RUAKZ

R407CARG90ELC3Z

ARG90TLC3Z

29

Model

Feature

CASSETTE TYPE
DUCT TYPEWALL MOUNTED TYPE FLOOR/CEILING UNIVERSAL TYPE CEILING (LARGE) TYPE
CASSETTE (COMPACT) TYPE

ASGA18/24FUTAZ
ASGA18/24FUTBZ
ASGA30/36FETAZ
ASGA18/24FMTBZ
ASGA18/24/30AFTZ
ASGA18/24AHTZ
ASG18/30ABCY, ASG24ABCX
ASG18/24RBCZ, ASG18/24RBAJZ, ASG30RBAJX
ASG7ASCCZ
ASG7RSCCZ
ASG9/12ASMCZ
ASH9/12RSJCZ
ABG18ABCZ, ABG24ABDZ, ABG18/24ABAJX
ABG18/24RBCZ, ABG18/24RBAJZ
ABG30ABAZ, ABG36/45/54ABA3Z 
ABG30RBAZ, ABG36/45RBA3Z
AUGA18/25FRTAZ
AUG12ABABZ, AUG18ABABV
AUG12/18RBABZ
AUGA30/36/45/54FRTAZ
AUG25ALDV, AUG30ALDX, AUG36ALC3Z, AUG45ALB3Y, AUG54ALB3Z
ARG25/30ALCX, ARG36ALD3Y, ARG45ALC3X
ARG25/30RLCY, ARG36RLC3Y, ARG45RLC3X   
ARG60AUAKZ, ARG60RUAKZ
ARGA18/25/30/36/45FMTAZ, ARGA60FHTAZ
ARG90ELC3Z, ARG90TLC3Z

Moisture Removal
Dehumidification operation will be 
controlled effectively.

Powerful mode
Operates at maximum air flow in the cool and fan 
operation modes, and quickly makes the room 
comfortable.

Sleep Timer 
The micro-computer gradually changes the room 
temperature automatically to help you enjoy a 
comfortable night's sleep.

Auto Restart
In the event of a temporary power failure, the air 
conditioner will automatically restart in the same 
operating mode as before, once the power supply is 
restored.

Auto-Changeover
The unit automatically switches between heating 
(or dry) and cooling modes based on your 
temperature setting and the room temperature.

Program Timer
This digital timer allows selection of one of four options: 
ON, OFF, ON  OFF or OFF  ON.

Auto-Shut Louvers
The auto shut louvers close or open automatically 
when the unit stops or starts.

Up/Down Swing Louvers
The up/down louvers automatically swing up and 
down.

Automatic  Louvers
The position of the louvers is set automatically 
to match the operating mode. 
The Louvers can also be adjusted using the remote 
controller.

Double Swing Automatic
Complex action of flaps enables swing directions 
both horizontally and vertically.

ON-OFF timer
ON-OFF timer can be set to operate once

Automatic fan speed
The micro-computer automatically adjusts the airflow 
effectively and properly according to the changes of 
room temperature.

Moisture Removal

Automatic Louvers

     Auto-Shut Louvers

Auto Restart

Sleep Timer

ON-OFF Timer

Program Timer

Weekly Timer

    Auto-Changeover

Powerful mode

      Up/Down

Swing Louvers

     Automatic

fan speed

    Connectable

Distributing Duct

    Connectable

Fresh Air Duct

     Double Swing 

Automatic

SPLIT FEATURE SUMMARY



SPECIFICATIONS

EER

AKG9ANRSW
-

AFGA12AATH
-

ALGA24AAT
-

ALGA27AAT
-

ALGA24ACTR
-

AXGA18AATB
-

WINDOW TYPE

SPECIFICATIONS

EER

AXGS24ABTH
-

AXGA18ARTA
-

*

*

AXGS18ABTH
-

Hyper Tropical Spec

Super power, Super quiet, and Super waveNon stop operation under high ambient
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