
Power supply

Microprocessor Control-PAM Inverter
Features

Automatic Fan Speed
Powerful Mode
Economy Mode
Low Noise Mode (Outdoor)
Auto Up-down Swing
Double Swing automatic (Left-Right)
Auto Restart / Auto Changeover
Sleep Timer
Program Timer
High Ceiling Setting
Connectable Flash Air Intake Duct
Anti-Bacteria and Anti-Mold Pre-Filter
Apple Catechin Air Purifier Filter
Installation Type

Capacity

Input Power
EER
SEER
RANK
COP
Running Current
Max. Current
Moisture Removal
Noise (Indoor)
Noise (Outdoor)
Airflow Rate (High)

Connecting pipe
Drain Pipe Diameter (I.D./O.D.)
Max Pipe Length (Pre-Charge)
Height Difference
Outdoor
Operating Range
Refrigerant

Net Dimension H × W × D
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Cooling
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Model No.

SPECIFICATIONS
Indoor unit

Outdoor unit
ABMG18LVTA
AOMG18LBLA

ABMG24LVTA
AOMG24LBTA

ABMG30LRTA
AOMG30LBTA

ABMG36LRTA
AOMG36LBTA

ABMG45LRTA
AOMG45LBTA

ABYG54LRTA
AOYG54LATT

5.2 (0.9～5.9)

1.54/1.66
18,000 (3,100-20,100)

3.38
18.25
5
3.61

7.1/7.7
9.0/12.5

2.0
43/40/34/31

50
780/2000

199 × 990 × 655
27.0

578 × 790 × 300
40.0

Ø6.35 / Ø12.7
25.0/32.0

25(15)
15

-10°C～46°C
-15°C～24°C
1.25 (R410A)

2.21/2.21
24,000 (9,900 -27,300)

3.21
15.39

5
3.61

10.1/10.1
15.7/15.7

2.7
48/44/40/35

53
980/3600

199 × 990 × 655
27.0

830 × 900 × 330
60.0

Ø6.35 / Ø15.88
25.0/32.0

30(20)
30

-10°C～46°C
-15°C～24°C
2.10 (R410A)

2.65/2.77
30,000 (9,500-34,100)

3.21
17.26

3.61
12.1/12.7
17.0/17.0

2.5
45/43/37/32

53
1660/3600

240 × 1660 × 700
46.0

830 × 900 × 330
61.0

Ø9.52 / Ø15.88
22.0/25.6

50(20)
30

-15°C～46°C
-15°C～24°C

2.10 (R410A)

2.93/3.02
32,780 (9,500-38,200)

3.21
16.48

5
3.71

13.4/13.8
18.5/20.0

3.0
47/43/37/32

54
1900/3800

240 × 1660 × 700
46.0

830 × 900 × 330
61.0

Ø9.52 / Ø15.88
22.0/25.6

50(20)
30

-15°C～46°C
-15°C～24°C

-15°C～46°C
-15°C～24°C

-15°C～46°C
-15°C～24°C

2.10 (R410A)

3.74/3.68
40,170 (13,700-45,400)

3.10
18.83

3.61
17.1/16.8
20.5/20.5

4.5
49/45/39/34

55
2100/6750

240 × 1660 × 700
46.0

1290 × 900 × 330
86.0

Ø9.52 / Ø15.88 Ø9.52 / Ø15.88
22.0/25.6

50(20)
30

3.35 (R410A)

4.65/4.67
48,000 (18,400-54,600)

3.01
-
-

3.43
6.9/6.9
9.9/9.9

5.0
51/48/42/38

55
2300/6900

240 × 1660 × 700
48.0

1290 × 900 × 330
104.0

22.0/25.6
75(30)

30

3.45 (R410A)

7.1 (2.9～8.0) 8.5 (2.8～10.0) 9.4 (2.8～11.2) 11.6 (4.0～13.3) 14.0(5.4～16.0)

Low Noise Mode of Outdoor Unit (45/54 Types)

A Combination of right/left and up/down directional swing allows
3-dimensional air direction control.

2 Stage low noise mode can be selected. (Option)

Multi Auto Swing

Ceiling Series

Remarks: • •

SEER
15.39

SEER
18.25

SEER
16.48

SEER
18.83

SEER
17.26 

V-PAM Control Models i-PAM Control Models :

Connectable Fresh Air Duct

5 5

g

Economy Mode : 

Automatic Fan Speed :

Filter Sign : 

Double Swing Automatic :

Sleep Timer : 

Auto Restart : Auto-Changeover : 

Program Timer : 

FGBK/PACALL-13/2012

Light Commercial SPLIT Series

00)

2012

Duct Type
Series

Compact
Cassette

Series

Ceiling
Series



Power supply

Microprocessor Control-PAM Inverter
Features

Automatic Fan Speed
Economy Mode
Low Noise Mode (Outdoor)
Auto Up-down Swing
Double Swing automatic (Left-Right)
Auto Restart / Auto Changeover
Sleep Timer
Program Timer
Weekly Timer
High Ceiling Setting
Connectable Fresh Air Intake Duct
Anti-Bacteria and Anti-Mold Pre-Filter
High Lift Drain Pump
Connectable Distributing Duct
Copper Tube Coil 

Capacity

Input Power
EER
COP
Running Current
Moisture Removal
Noise (Indoor)
Noise (Outdoor)
Airflow Rate (High)

Net Dimension
H × W × D

Piping Connections (Liquid, Suction)
Drain Pipe Diameter (I.D./O.D.)
Max Pipe Length (Pre-Charge)
Height Difference

Refrigerant
Decoration Panel

Operating Range
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Cooling

Cooling
Indoor/Outdoor
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Indoor / Grille

Outdoor
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Cooling
Heating

Cooling/Heating

Btu/h

kW

A
l/h

dB(A) 

cfm

mm

mm
kg

kg

mm

m

°CDB

mm

BTU/H/W

V/Ø/Hz

•

•

•

•

•

•

•

•

•
-

 (Wired Option)

-
-

•

-

-

•

•

•

•

•

•

•

•

•
-

 (Wired Option)

-
-

•

-

-

•

•

•

•

•

•

•

•

•
-

 (Wired Option)

-
-

•

-

-

•

•

•

•
•
•

•
•

•

•

•

•
-

-

•

-

•

•

•

•
•
•

•
•

•

•

•

•
-

-

•

-

•

•

•

Blue Fin
•
•

•
•

•

•

•

•
•

-

•

-

•

•

•

Blue Fin
•
•

•
•

•

•

•

•
•

-

•

-

Model No.

SPECIFICATIONS
Indoor unit

Outdoor unit
AUYF12LAL

AOYA12LALL
AUYF18LBL

AOYA18LALL
AUYF24LBL

AOYA24LALL
AUYA30LBLU
AOYA30LFTL

AUYA36LBLU
AOYA36LFTL

AUYA45LCLU
AOYA45LCTL

AUYA54LCLU
AOYA54LCTL

220V 1Ph 50Hz
11,900 (3,100-15,000)
14,000 (3,100-19,400)

1.05/1.11
11.36
12.59

4.6/4.9
1.2

37/34/30/27
47

350/1040
245 × 570 × 570/
50 × 700 × 700

15/2.6
578 × 790 × 300

40
Ø6.35 / Ø9.52

25 (15)
15

19.4/25.4

-10°C～46°C
-15°C～24°C

-10°C～46°C
-15°C～24°C

-10°C～46°C
-15°C～24°C

-15°C～46°C
-15°C～24°C

-15°C～46°C
-15°C～24°C

-15°C～46°C
-15°C～24°C

-15°C～46°C
-15°C～24°C

R410A
UTG-UFYB-W

17,700 (3,100-20,100)
20,500 (3,100-25,600)

1.62/1.66
10.95
12.32

7.1/7.3
2.2

38/34/30/26
50

400/1170
245 × 570 × 570/
50 × 700 × 700

15/2.6
578 × 790 × 300

40
Ø6.35 / Ø12.7

25 (15)
15

19.4/25.4

R410A
UTG-UFYB-W

24,200 (3,100-27,300)
27,300 (3,100-31,000)

2.21/2.21
10.95
12.32

9.7/9.7
2.7

49/44/36/30
52

540/1450
245 × 570 × 570/
50 × 700 × 700

17/2.6
578 × 790 × 315

44
Ø6.35 / Ø15.88 Ø9.52 / Ø15.88 Ø9.52 / Ø15.88 Ø9.52 / Ø15.88 Ø9.52 / Ø15.88

30 (15)
20

19.4/25.4

R410A
UTG-UFYB-W

29,000 (9,500-34,100)
34,100 (9,200-38,200)

2.65/2.77
10.95
12.32

11.6/12.2
2.5

40/38/36/32
53

940/2110
288 × 840 × 840
50 × 950 × 950

26/5.5
830 × 900 × 330

61

50 (20)
30

25.0/32.0

R410A
UTG-UGYA-W

34,100 (9,500-38,200)
38,200 (9,200-43,300)

3.12/3.02
10.95
12.66

13.7/13.3
3.5

43/38/36/32
54

1050/2230
288 × 840 × 840
50 × 950 × 950

26/5.5
830 × 900 × 330

61

50 (20)
30

25.0/32.0

R410A
UTG-UGYA-W

42,700 (13,700-47,800)
47,800 (14,300-55,300)

3.90/3.77
10.95
12.66

17.0/16.5
4.5

46/42/40/36
55

1110/3960
288 × 840 × 840
50 × 950 × 950

27/5.5
1290 × 900 × 330

88

50 (20)
30

25.0/32.0

R410A
UTG-UGYA-W

45,400 (15,400-49,500)
54,600 (16,000-56,300)

4.42/4.69
10.27
11.63

19.3/20.5
5.0

47/43/41/37
55

1170/3960
288 × 840 × 840
50 × 950 × 950

27/5.5
1290 × 900 × 330

88

50 (20)
30

25.0/32.0

R410A
UTG-UGYA-W

Compact Cassette Series

Remarks: • •

V-PAM Control Models i-PAM Control Models :

Connectable Fresh Air Duct Connectable Distributing Duct

EER
11.36

EER
10.95

EER
10.95

EER
10.95

EER
10.95

EER
10.95

EER
10.27

Economy Mode : 

Automatic Fan Speed :

Filter Sign : Sleep Timer : Weekly Timer : 

Up / Down Swing Flaps :

Auto-Changeover : 

Program Timer : 

Power supply

Microprocessor Control-PAM Inverter
Features

Automatic Fan Speed
Powerful Mode
Economy Mode
Low Noise Mode (Outdoor)
Auto Up-down Swing
Double Swing automatic (Left-Right)
Auto Restart / Auto Changeover
Sleep Timer
Program Timer
Weekly Timer
Connectable Flash Air Intake Duct
Anti-Bacteria and Anti-Mold Pre-Filter
Apple Catechin Air Purifier Filter
Connectable Distributing Duct

Capacity

Input Power
EER
COP
Running Current
Max. Current
Moisture Removal
Noise (Indoor)
Noise (Outdoor)
Airflow Rate (High)
External Static Pressure Range (Standard)

Net Dimension
H × W × D

Connection Pipe Diameter
Drain Pipe Diameter (I.D./O.D.)
Max Pipe Length (Pre-Charge)
Height Difference

Refrigerant

Operating temp. range -
Outdoor side

Cooling
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Cooling
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Model No.

SPECIFICATIONS
Indoor unit

Outdoor unit
ARYF12LALU
AOYA12LALL

ARYF18LBLU
AOYA18LALL

ARYF24LBTU
AOYA24LALL

ARYA30LBTU
AOYA30LFTL

ARYA36LBTU
AOYA36LFTL

ARYA45LCTU
AOYA45LCTL

ARYG54LHTBP
AOYG54LBTA

220V 1Ph 50Hz
11,950 (3,100-15,000)
14,000 (3,100-19,400)

1.05/1.11
11.36
12.59

4.6/4.9
7.5/10.0

1.3
32/30/28/26

47
720/1780
0-90 (0)

217 × 953 × 595
23.0

578 × 790 × 300
40.0

21.5/26.0
25 (15)

15

Ø6.35 / Ø9.52

17,700 (3,100-20,100)
20,500 (3,100-25,600)

1.62/1.66
10.95
12.32

7.1/7.3
9.0/12.5

2.0
33/31/29/27

50
820/2000
0-90 (0)

217 × 953 × 595
23.0

578 × 790 × 300
40.0

21.5/26.0
25 (15)

15

Ø6.35 / Ø12.7

24,200 (3,100-27,300)
27,300 (3,100-31,000)

2.21/2.21
10.95
12.32

9.7/9.7
12.0/13.5

2.5
31/29/27/25

52
1100/2470
30-150 (30)

270 × 1135 × 700
38.0

578 × 790 × 315
44.0

36.0/38.0
30 (15)

20

Ø6.35 / Ø15.88 Ø9.52 / Ø15.88

29,000 (9,500-34,100)
34,100 (9,200-38,200)

2.65/2.68
10.95
12.73

11.6/11.7
17.0/17.0

2.5
42/37/32/29

53
1950/3600
30-150 (47)

270 × 1135 × 700
40.0

830 × 900 × 330
61.0

36.0/38.0
50(20)

30

32,100 (9,500-38,200)
38,200 (9,200-43,300)

2.93/3.10
10.95
12.32

12.8/13.6
18.5/20.0

3.0
42/37/32/29

54
1950/3800
30-150 (47)

270 × 1135 × 700
40.0

830 × 900 × 330
61.0

36.0/38.0
50(20)

30
-10°C～46°C -15°C～46°C -15°C～46°C

-15°C～24°C-15°C～24°C
R410A

41,000 (13,700-45,400)
45,400 (14,300-52,900)

3.74/3.68
10.95
12.32

16.4/16.1
21.0/21.0

4.0
42/38/32/28

55
2100/6750
30-150 (60)

270 × 1135 × 700
40.0

1290 × 900 × 330
86.0

36.0/38.0
50(20)

30

45,700 (15,400-49,500)
54,600 (16,000-56,000)

4.42/4.62
10.34
11.81

19.4/20.2
23.5/23.5

3.7
39/35/31/29

55
2550/6750
30-200 (60)

300 × 1400 × 700
46.0

1290 × 900 × 330
86.0

25.0/32.0
50(20)

30

Flexible Installation3 Mode Timer (Weekly/Program/Sleep)

Duct Type Series

EER
11.36

EER
10.95

EER
10.95

EER
10.95

EER
10.95

EER
10.34

EER
10.95

Remarks: • •

V-PAM Control Models i-PAM Control Models :

Connectable Fresh Air DuctConnectable Distributing Duct

Economy Mode : 

Automatic Fan Speed :

Weekly Timer : 

Auto Restart : Auto-Changeover : 


